
HARVESTER
ENERGY
SUSTAINABLE ENERGY.
POWERING INNOVATION.

GENERATES UP TO 2000 μJ PER PRESS



THIN POWER ENERGY GENERATION DEVICE
In comparison to conventional energy harvesters, Yamauchi’s device:

Y2212
5mm 7mm
140μJ 170μJ

Thinner design
Pressure: 2.0 ~ 2.5N
Poweer output: 120–200 µJ
(+/- unipolar)
Application: Slim lighting switch

SWITCH POWER DEVICE
YH24

YH24-10
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電気的速動機構無し 電気的速動機構有りEquipped with an electrical 
quick-action mechanism

Without electrical quick-action 
mechanism

Power generating method: rotating 
magnet type (AC generation)
Power Generation: 900μJ
Power Generation is 5x more than the 
conventional energy harvester
Press stroke: 5mm
Press force: 2.5~3.5N
High power generation despite low 
pressure
Equipped with an electric quick-acting 
mechanism, it generates a certain level 
of power even when pressed slowly

Similar internal mechanism is the 
same as YH24, but with a button 
shaped design
No clicking sound when operated 
(making it difficult to tell when it’s 
working)
18mm thick (example)

Conventional

The YH24-10 is an enhanced variant of the YH24, 
designed to generate electricity through both 
forward and return push-button operation. This 
energy can be used to transmit wireless signals via 
the PTM535J module. Our technology is adaptable 
across a wide range of product applications, offering 
flexible integration and reliable performance.

SELF-POWERED WIRELESS SWITCH

For further information:
https://www.yamauchi-rubber.com/contact/


